Hiilner® Technical data sheet

metal nail plug ,MND*

The "MND" metal nail plug with mushroom head consists of a die-
cast zinc sleeve and a galvanised steel nail. (Dowel and nail are pre-
assembled)

The set nail anchor cannot be removed with a simple hand tool
(protection against vandalism) and therefore offers a permanently
secure fixing of substructures, signs, sheet metal, metal studs on
concrete, bricks and other solid building materials.

Safety coefficient: 5

Product specification

Drillin Effective
riing Setting depth " Box Outer carton

Article Dimensions Drill
depth

. length
Number @ xLmm @ mm i min. mm 9
min. mm max. mm

11 360 5x 20 5 20 20 5 100 pcs. 1.000 pcs.
11 360 5x 25 5 20 20 10 100 pcs. 1.000 pcs.
11 360 5x 30 5 20 20 15 100 pcs. 1.000 pcs.

Contents Contents

5x 35 5 20 20 20 100 pcs. 1.000 pcs.
5x40 5 20 20 25 100 pcs. 1.000 pcs.
6x 20 6 25 25 5 100pcs.  1.000 pes.
6x 30 6 25 25 10 100pcs.  1.000 pes.
6 x 40 6 25 25 20 100 pcs. 1.000 pcs.
6 x 50 6 25 25 30 100 pcs. 1.000 pcs.
6 65 6 25 25 45 100pcs.  1.000 pes.

CONTACT US OUR ADDRESS ONLINE PRESENCE

@ +49 (0) 3622 92040 Gothaer Strafe 50 @ www.huefner-duebel.de
P4 office@huefner-duebel.de D-99880 Waltershausen f #Hifner-Diibel GmbH




